
Footing Dimension Key  Post Dimension Key   

A = 1’-0” x 1’-0” x 3’-3”  3.5 = Use 3.5” x 3.5” x 3/16” Steel Post  

B = 1’-3” x 1’-3” x 3’-3”  6x4 = Use 6” x 4” x 1/4” Steel Post  

C = 1’-6” x 1’-6” x 3’-3”  8x6 = Use 8” x 6” x 1/4” Steel Post  

D = 1’-9” x 1’-9” x 3’-3”  8x6 = Use 8” x 6” x 5/16” Steel Post  

E = 2’-0” x 2’-0” x 3’-3”  

F = 2’-3” x 2’-3” x 4’-3”      

G = 2’-6” x 2’-6” x 4’-3”      

H = 2’-9” x 2’-9” x 4’-3”

I = 3’-0” x 3’-0” x 4’-3”

J = 3’-6” x 3’-6” x 4’-3”

K= 4’-0” x 4’-0” x 4’-3”

8X 9X 10X 11X 12X 13X 14X 15X 16X 17X 18X 19X 20X

Sign 
Code

Panel 
Height

(in)
Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post

Steel
Post

Height
(in)

Lower
Inboard
Block
(in)

Steel
Angle

Bracket
(in)

Outboard
Post
Block
(in)

Outboard
Post 

Cover
(in)

Anchor
Bolt

Diameter
(in)

PI-1GA 24.75 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 53.25 31 21.75 53 53 1/2”

PI-2GA 29.25 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 57.75 31 26.25 57.5 57.5 1/2”

PI-3GA 35.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 64 31 32.5 63.75 63.75 1/2”

PI-1GX 22.75 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 51.25 31 19.75 51 51 1/2”

PI-2GX 27.25 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 55.75 31 24.25 55.5 55.5 1/2”

PI-3GX 33.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 62 31 30.5 61.75 61.75 1/2”

FI-1G 20 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 48.5 31 17 48.25 48.25 1/2”

FI-2G 24.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 53 31 21.5 52.75 52.75 1/2”

FI-3G 30 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 58.5 31 27 58.25 58.25 1/2”

F/PI-1G 30.25 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 58.75 31 27.25 58.5 58.5 1/2”

F/PI-2G 36.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 65 31 33.5 64.75 64.75 1/2”

F/PI-3G 43 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 71.5 31 40 71.25 71.25 1/2”

Panel & 
Top Cap 
Lgth (in)

48 52 56 60 64 68 72 76 80 84 88 92 96

Wood 
Rail 

Length 
(2x8)

52.375 56.375 60.375 64.375 68.375 72.375 76.375 80.375 84.375 88.375 92.375 96.375 100.375

HAGL 
(Height 
Above 
Grade)

30 30 30 30 30 30 30 30 30 30 30 30 30

Volume 1  Chapter 4:  Park Identity Fabrication and Assembly Drawings 4.1-294” Legend Ground Mount Double Post Assembly Dimension Chart

GRADE

ANGLE BRACKET

WOOD RAIL

RAIL BLOCKING

FOOTING

TOP CAP 

SIGN PANEL

POST TOP CAP 

STEEL POST

OUTBOARD BLOCKING

OUTBOARD POST CAP

INBOARD BLOCKING
(POST CAP)

Legend Length in Units of X (where X=Legend Height)



Footing Dimension Key  Post Dimension Key   

A = 1’-0” x 1’-0” x 3’-3”  3.5 = Use 3.5” x 3.5” x 3/16” Steel Post  

B = 1’-3” x 1’-3” x 3’-3”  6x4 = Use 6” x 4” x 1/4” Steel Post  

C = 1’-6” x 1’-6” x 3’-3”  8x6 = Use 8” x 6” x 1/4” Steel Post  

D = 1’-9” x 1’-9” x 3’-3”  8x6 = Use 8” x 6” x 5/16” Steel Post  

E = 2’-0” x 2’-0” x 3’-3”  

F = 2’-3” x 2’-3” x 4’-3”      

G = 2’-6” x 2’-6” x 4’-3”      

H = 2’-9” x 2’-9” x 4’-3”

I = 3’-0” x 3’-0” x 4’-3”

J = 3’-6” x 3’-6” x 4’-3”

K= 4’-0” x 4’-0” x 4’-3”

8X 9X 10X 11X 12X 13X 14X 15X 16X 17X 18X 19X 20X

Sign 
Code

Panel 
Height

(in)
Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post

Steel
Post

Height
(in)

Lower
Inboard
Block
(in)

Steel
Angle

Bracket
(in)

Outboard
Post
Block
(in)

Outboard
Post 

Cover
(in)

Anchor
Bolt

Diameter
(in)

PI-1GA 37.25 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 65.75 31 21.75 65.5 65.5 1/2”

PI-2GA 43.75 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 72.25 31 28.25 72 72 1/2”

PI-3GA 53.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 D 3.5 D 3.5 D 3.5 D 3.5 D 3.5 D 3.5 82 31 38 81.75 81.75 1/2”

PI-1GX 34.25 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 62.75 31 18.75 62.5 62.5 1/2”

PI-2GX 40.75 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 69.25 31 25.25 69 69 1/2”

PI-3GX 50.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 79 31 35 78.75 78.75 1/2”

FI-1G 30 A 3.5 A 3.5 A 3.5 A 3.5 A 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 58.5 31 14.5 58.25 58.25 1/2”

FI-2G 36.5 A 3.5 A 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 C 3.5 C 3.5 C 3.5 65 31 21 64.75 64.75 1/2”

FI-3G 46.25 B 3.5 B 3.5 B 3.5 B 3.5 B 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 74.75 31 30.75 74.5 74.5 1/2”

F/PI-1G 45.25 B 3.5 B 3.5 B 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 73.75 31 29.75 73.5 73.5 1/2”

F/PI-2G 54.75 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 C 3.5 83.25 31 39.25 83 83 1/2”

Panel & 
Top Cap 
Lgth (in)

72 78 84 90 96 102 108 114 120 126 132 138 144

Wood 
Rail 

Length 
(2x8)

76.5 82.5 88.5 94.5 100.5 106.5 112.5 118.5 124.5 130.5 136.5 142.5 148.5

HAGL 
(Height 
Above 
Grade)

27 27 27 27 27 27 27 27 27 27 27 27 27

Chapter 4:  Park Identity Fabrication and Assembly Drawings 4.1-306” Legend Ground Mount Double Post Assembly with Wood Rails Dimension Chart

GRADE

ANGLE BRACKET

WOOD RAIL

RAIL BLOCKING

FOOTING

TOP CAP 

SIGN PANEL

POST TOP CAP 

STEEL POST

OUTBOARD BLOCKING

OUTBOARD POST CAP

INBOARD BLOCKING
(POST CAP)

Legend Length in Units of X (where X=Legend Height)



Footing Dimension Key  Post Dimension Key   

A = 1’-0” x 1’-0” x 3’-3”  3.5 = Use 3.5” x 3.5” x 3/16” Steel Post  

B = 1’-3” x 1’-3” x 3’-3”  6x4 = Use 6” x 4” x 1/4” Steel Post  

C = 1’-6” x 1’-6” x 3’-3”  8x6 = Use 8” x 6” x 1/4” Steel Post  

D = 1’-9” x 1’-9” x 3’-3”  8x6 = Use 8” x 6” x 5/16” Steel Post  

E = 2’-0” x 2’-0” x 3’-3”  

F = 2’-3” x 2’-3” x 4’-3”      

G = 2’-6” x 2’-6” x 4’-3”      

H = 2’-9” x 2’-9” x 4’-3”

I = 3’-0” x 3’-0” x 4’-3”

J = 3’-6” x 3’-6” x 4’-3”

K= 4’-0” x 4’-0” x 4’-3”

GRADE

PANEL CAP 

SIGN PANEL

SIGN PANEL

STEEL RAIL

STEEL RAIL

POST TOP CAP 

STEEL POST

OUTBOARD BLOCKING

OUTBOARD POST CAP

LOWER INBOARD BLOCKING
(POST CAP)

FOOTING

8X 9X 10X 11X 12X 13X 14X 15X 16X 17X 18X 19X 20X

Sign 
Code

Panel 
Height

(in)
Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post

Steel
Post

Height
(in)

Lower
Inboard
Block
(in)

Upper
Inboard
Block
(in)*

Outboard
Post
Block
(in)

Outboard
Post 

Cover
(in)

Anchor
Bolt

Diameter
(in)

F/PI-3G 64.5 D 6x4 D 6x4 D 6x4 D 6x4 D 6x4 D 6x4 D 6x4 D 6x4 D 6x4 D 6x4 D 6x4 D 6x4 D 6x4 93 31 49 92.75 92.75 1/2”

Panel & 
Top Cap 
Lgth (in)

72 78 84 90 96 102 108 114 120 126 132 138 144

Steel 
Rail 

Length 
(6x6)

77 83 89 95 101 107 113 119 125 131 137 143 149

HAGL 
(Height 
Above 
Grade)

27 27 27 27 27 27 27 27 27 27 27 27 27

Volume 1  Chapter 4:  Park Identity Fabrication and Assembly Drawings 4.1-316” Legend Ground Mount Double Post Assembly with Steel Rails Dimension Chart

*Upper inboard blocking consists of 2 pieces, 
3” thick overall (1-1/2” x 6” and 1-1/2” x 6-1/2”)

Legend Length in Units of X (where X=Legend Height)



Footing Dimension Key  Post Dimension Key   

A = 1’-0” x 1’-0” x 3’-3”  3.5 = Use 3.5” x 3.5” x 3/16” Steel Post  

B = 1’-3” x 1’-3” x 3’-3”  6x4 = Use 6” x 4” x 1/4” Steel Post  

C = 1’-6” x 1’-6” x 3’-3”  8x6 = Use 8” x 6” x 1/4” Steel Post  

D = 1’-9” x 1’-9” x 3’-3”  8x6 = Use 8” x 6” x 5/16” Steel Post  

E = 2’-0” x 2’-0” x 3’-3”  

F = 2’-3” x 2’-3” x 4’-3”      

G = 2’-6” x 2’-6” x 4’-3”      

H = 2’-9” x 2’-9” x 4’-3”

I = 3’-0” x 3’-0” x 4’-3”

J = 3’-6” x 3’-6” x 4’-3”

K= 4’-0” x 4’-0” x 4’-3”

GRADE

PANEL CAP 

SIGN PANEL

SIGN PANEL

STEEL RAIL

STEEL RAIL

POST TOP CAP 

STEEL POST

OUTBOARD BLOCKING

OUTBOARD POST CAP

LOWER INBOARD BLOCKING
(POST CAP)

FOOTING

8X 9X 10X 11X 12X 13X 14X 15X 16X 17X 18X 19X 20X

Sign 
Code

Panel 
Height

(in)
Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post

Steel
Post

Height
(in)

Lower
Inboard
Block
(in)

Upper
Inboard
Block
(in)*

Outboard
Post
Block
(in)

Outboard
Post 

Cover
(in)

Anchor
Bolt

Diameter
(in)

PI-1GA 55.75 D 6x4 D 6x4 D 6x4 D 6x4 D 6x4 E 6x4 E 6x4 E 6x4 E 6x4 E 6x4 E 6x4 E 6x4 E 6x4 78.25 25 40.25 78 78 5/8”

PI-2GA 65.25 D 6x4 E 6x4 E 6x4 E 6x4 E 6x4 E 6x4 F 6x4 F 6x4 F 6x4 F 6x4 F 6x4 F 6x4 F 6x4 88.25 25 50.25 88 88 5/8”

PI-3GA 80 F 6x4 F 6x4 F 6x4 F 6x4 F 6x4 F 6x4 F 6x4 G 6x4 G 6x4 G 6x4 G 6x4 G 6x4 G 6x4 102.5 25 64.5 102.25 102.25 5/8”

PI-1GX 51.25 C 6x4 C 6x4 D 6x4 D 6x4 D 6x4 D 6x4 D 6x4 D 6x4 E 6x4 E 6x4 E 6x4 E 6x4 E 6x4 73.75 25 35.75 73.5 73.5 5/8”

PI-2GX 61.25 D 6x4 D 6x4 E 6x4 E 6x4 E 6x4 E 6x4 E 6x4 E 6x4 E 6x4 F 6x4 F 6x4 F 6x4 F 6x4 83.75 25 45.75 83.5 83.5 5/8”

PI-3GX 75.5 E 6x4 E 6x4 F 6x4 F 6x4 F 6x4 F 6x4 F 6x4 F 6x4 G 6x4 G 6x4 G 6x4 G 6x4 G 6x4 98 25 60 97.75 97.75 5/8”

FI-1G 45 B 6x4 C 6x4 C 6x4 C 6x4 C 6x4 C 6x4 D 6x4 D 6x4 D 6x4 D 6x4 D 6x4 D 6x4 D 6x4 67.5 25 29.5 67.25 67.25 5/8”

FI-2G 55 C 6x4 C 6x4 D 6x4 D 6x4 D 6x4 D 6x4 D 6x4 E 6x4 E 6x4 E 6x4 E 6x4 E 6x4 E 6x4 77.5 25 39.5 77.25 77.25 5/8”

FI-3G 69.25 D 6x4 D 6x4 E 6x4 E 6x4 E 6x4 E 6x4 F 6x4 F 6x4 F 6x4 F 6x4 F 6x4 F 6x4 F 6x4 91.75 25 53.75 91.5 91.5 5/8”

F/PI-1G 67.75 E 6x4 E 6x4 E 6x4 E 6x4 F 6x4 F 6x4 F 6x4 F 6x4 F 6x4 F 6x4 F 6x4 F 6x4 F 6x4 90.25 25 52.25 90 90 5/8”

F/PI-2G 82.25 E 6x4 F 6x4 F 6x4 F 6x4 F 6x4 G 6x4 G 6x4 G 6x4 G 6x4 G 6x4 H 6x4 H 6x4 H 6x4 104.75 25 66.75 104.5 104.5 5/8”

F/PI-3G 96.5 G 6x4 G 6x4 G 6x4 G 6x4 H 6x4 H 8x6 H 8x6 H 8x6 H 8x6 H 8x6 H 8x6 H 8x6 H 8x6 119 25 81 118.75 118.75 3/4”

Panel & 
Top Cap 
Lgth (in)

108 117 126 135 144 153 162 171 180 189 198 207 216

Rail 
Length 
(6x6)

113 122 131 140 149 158 167 176 185 194 203 212 221

HAGL 
(Height 
Above 
Grade)

24 24 24 24 24 24 24 24 24 24 24 24 24

Chapter 4:  Park Identity Fabrication and Assembly Drawings 4.1-329” Legend Ground Mount Double Post Assembly with Steel Rails Dimension Chart

*Upper inboard blocking consists of 2 pieces, 
3” thick overall (1-1/2” x 6” and 1-1/2” x 6-1/2”)

Legend Length in Units of X (where X=Legend Height)



GRADE

PANEL CAP 

SIGN PANEL

SIGN PANEL

STEEL RAIL

STEEL RAIL

POST TOP CAP 

STEEL POST

OUTBOARD BLOCKING

OUTBOARD POST CAP

LOWER INBOARD BLOCKING
(POST CAP)

FOOTING

8X 9X 10X 11X 12X 13X 14X 15X 16X 17X 18X 19X 20X

Sign 
Code

Panel 
Height

(in)
Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post Footing Post

Steel
Post

Height
(in)

Lower
Inboard
Block
(in)

Upper
Inboard
Block
(in)*

Outboard
Post
Block
(in)

Outboard
Post 

Cover
(in)

Anchor
Bolt

Diameter
(in)

PI-1GA 74.5 I 6x4 I 6x4 I 6x4 J 6x4 J 6x4 J 6x4 J 6x4 J 6x4 J 6x4 103 29.5 59 102.75 102.75 5/8”

PI-2GA 87.5 J 8x6 J 8x6 J 8x6 J 8x6 J 8x6 J 8x6 J 8x6 J 8x6 J 8x6 116 29.5 72.25 115.75 115.75 3/4”

PI-3GA 106.75

PI-1GX 68.5 I 6x4 I 6x4 I 6x4 I 6x4 I 6x4 J 6x4 J 6x4 J 6x4 J 6x4 97 29.5 53.25 96.75 96.75 5/8”

PI-2GX 81.5 J 6x4 J 6x4 J 6x4 110 29.5 66.25 109.75 109.75 5/8”

PI-3GX 81.5 J 8x6 J 8x6 J 8x6 J 8x6 J 8x6 J 8x6 110 29.5 66.25 109.75 109.75 3/4”

FI-1G 60 H 8x6 H 8x6 I 8x6 I 8x6 I 8x6 I 8x6 I 8x6 I 8x6 I 8x6 55.5 29.5 44.75 88.25 88.25 5/8”

FI-2G 73.25 I 8x6 I 8x6 I 8x6 J 8x6 J 8x6 J 8x6 J 8x6 J 8x6 J 8x6 101.75 29.5 58 101.5 101.5 5/8”

FI-3G 92.5

F/PI-1G 90.5 J 8x6 J 8x6 J 8x6 J 8x6 J 8x6 K 8x6 K 8x6 K 8x6 K 8x6 119 29.5 75.25 118.75 118.75 3/4”

F/PI-2G 109.58 K 8x6 K 8x6 K 8x6 K 8x6 K 8x6 K 8x6 K 8x6 K 8x6 K 8x6 138.08 29.5 94.33 137.83 137.83 3/4”

F/PI-3G 128.75

Panel & 
Top Cap 
Lgth (in)

144 156 168 180 192 204 216 228 240

Rail 
Length 
(8x6)

149 161 173 185 197 209 221 233 245

HAGL 
(Height 
Above 
Grade)

30 30 30 30 30 30 30 30 30

Footing Dimension Key  Post Dimension Key   

A = 1’-0” x 1’-0” x 3’-3”  3.5 = Use 3.5” x 3.5” x 3/16” Steel Post  

B = 1’-3” x 1’-3” x 3’-3”  6x4 = Use 6” x 4” x 1/4” Steel Post  

C = 1’-6” x 1’-6” x 3’-3”  8x6 = Use 8” x 6” x 1/4” Steel Post  

D = 1’-9” x 1’-9” x 3’-3”  8x6 = Use 8” x 6” x 5/16” Steel Post  

E = 2’-0” x 2’-0” x 3’-3”  

F = 2’-3” x 2’-3” x 4’-3”      

G = 2’-6” x 2’-6” x 4’-3”      

H = 2’-9” x 2’-9” x 4’-3”

I = 3’-0” x 3’-0” x 4’-3”

J = 3’-6” x 3’-6” x 4’-3”

K= 4’-0” x 4’-0” x 4’-3”

Legend Length in Units of X (where X=Legend Height)

Volume 1  Chapter 4:  Park Identity Fabrication and Assembly Drawings 4.1-3312” Legend Ground Mount Double Post Assembly with Steel Rails Dimension Chart

*Upper inboard blocking consists of 2 pieces, 
3” thick overall (1-1/2” x 6” and 1-1/2” x 6-1/2”)



8X 9X 10X 11X 12X 13X 14X 15X 16X 17X 18X 19X 20X

Sign Code
Panel 

Height
(in)

Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers

Steel
Post

Height
(in)

Outboard 
Frame

Blocking
(in)

Outboard 
Post 

Cover
(in)

Solid 
Base 

Height
(in)

Veneer 
Base 

Height
(in)

PI-1GA 24.75 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 3 2 3 2 3 2 3 2 24.75 21.75 23.25 33 29.375

PI-2GA 29.25 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 3 2 3 2 3 2 3 2 29.25 26.25 27.75 33 29.375

PI-3GA 35.5 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 3 2 3 2 3 2 3 2 35.5 32.5 34 33 29.375

PI-1GX 27.75 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 3 2 3 2 3 2 3 2 22.75 19.75 21.25 33 29.375

PI-2GX 27.25 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 3 2 3 2 3 2 3 2 27.25 24.25 25.75 33 29.375

PI-3GX 33.5 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 3 2 3 2 3 2 3 2 33.5 30.5 32 33 29.375

FI-1G 20 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 3 2 3 2 3 2 3 2 20 17 18.5 33 29.375

FI-2G 24.5 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 3 2 3 2 3 2 3 2 24.5 21.5 23 33 29.375

FI-3G 30.75 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 3 2 3 2 3 2 3 2 30.75 27.75 29.25 33 29.375

F/PI-1G 30.25 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 3 2 3 2 3 2 3 2 30.25 27.25 28.75 33 29.375

F/PI-2G 36.5 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 3 2 3 2 3 2 3 2 36.5 33.5 35 33 29.375

F/PI-3G 43 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 2 3 2 3 2 3 2 3 2 43 40 41.5 33 29.375

Sign Panel 
Width (in)

48 52 56 60 64 68 72 76 80 84 88 92 96

Post 
Alignment 
Board (in)

45 49 53 57 61 65 69 73 77 81 85 89 93

Top Frame
Cap (in)

48 52 56 60 64 68 72 76 80 84 88 92 96

Sub-base
Length (in)

60 64 68 72 76 80 84 88 92 96 100 104 108

Sub-base 
DxW (in)

12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24

Solid Pour
Base L (in)

60 64 68 72 76 80 84 88 92 96 100 104 108

Veneer 
Core Base 

L (in)
50 54 58 62 66 70 74 78 82 86 90 94 98

Legend Length in Units of X (where X=Legend Height)

Chapter 4:  Park Identity Fabrication and Assembly Drawings 4.1-494” Legend Ground Mount Monolith Assembly Dimension Chart

Pier Size = 1’-0” x 3’-0” x 4’-0” = W x D x L Note: All posts are 6” x 4” x 1/4” with 8.5” x 9” x 5/8” Ø J-bolts

SUB-BASESUB-BASE SUB-BASE

Grade

SUB-SURFACE PIERS

SOLID BASE

OUTBOARD FRAME BLOCKING

OUTBOARD FRAME COVER

POST ALIGNMENT BOARD

TOP FRAME CAP

OUTBOARD FRAME BLOCKING

OUTBOARD FRAME COVER

POST ALIGNMENT BOARD

TOP FRAME CAP

CORE BASESOLID BASE

SUB-BASE

SUB-SURFACE PIER

CORE
BASE

SUB-SURFACE PIERS

SolId Concrete Base Veneer Base

SUB-SURFACE PIERS

HAGL HAGL

D

L W

D

L W



8X 9X 10X 11X 12X 13X 14X 15X 16X 17X 18X 19X 20X

Sign Code
Panel 

Height
(in)

Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers

Steel
Post

Height
(in)

Outboard 
Frame

Blocking
(in)

Outboard 
Post 

Cover
(in)

Solid 
Base 

Height
(in)

Veneer 
Base 

Height
(in)

PI-1GA 37.25 2 2 2 2 3 2 3 2 3 2 3 2 3 2 3 2 3 2 3 3 3 3 3 3 3 3 37.25 34.25 35.75 36 32.375

PI-2GA 43.75 2 2 2 2 3 2 3 2 3 2 3 2 3 2 3 2 3 2 3 3 3 3 3 3 3 3 43.75 40.75 42.25 36 32.375

PI-3GA 53.5 2 2 2 2 3 2 3 2 3 2 3 2 3 2 3 2 3 2 3 3 3 3 3 3 3 3 53.5 50.5 52 36 32.375

PI-1GX 34.25 2 2 2 2 3 2 3 2 3 2 3 2 3 2 3 2 3 2 3 3 3 3 3 3 3 3 34.25 31.25 32.75 36 32.375

PI-2GX 40.75 2 2 2 2 3 2 3 2 3 2 3 2 3 2 3 2 3 2 3 3 3 3 3 3 3 3 40.75 37.75 39.25 36 32.375

PI-3GX 50.5 2 2 2 2 3 2 3 2 3 2 3 2 3 2 3 2 3 2 3 3 3 3 3 3 3 3 50.5 47.5 49 36 32.375

FI-1G 30 2 2 2 2 3 2 3 2 3 2 3 2 3 2 3 2 3 2 3 3 3 3 3 3 3 3 30 27 28.5 36 32.375

FI-2G 36.5 2 2 2 2 3 2 3 2 3 2 3 2 3 2 3 2 3 2 3 3 3 3 3 3 3 3 36.5 33.5 35 36 32.375

FI-3G 46.25 2 2 2 2 3 2 3 2 3 2 3 2 3 2 3 2 3 2 3 3 3 3 3 3 3 3 42.25 43.25 44.75 36 32.375

F/PI-1G 45.25 2 2 2 2 3 2 3 2 3 2 3 2 3 2 3 2 3 2 3 3 3 3 3 3 3 3 45.25 42.25 43.75 36 32.375

F/PI-2G 54.75 2 2 2 2 3 2 3 2 3 2 3 2 3 2 3 2 3 2 3 3 3 3 3 3 3 3 54.75 51.75 53.25 36 32.375

F/PI-3G 64.5 2 2 2 2 3 2 3 2 3 2 3 2 3 2 3 2 3 2 3 3 3 3 3 3 3 3 64.5 61.5 63 36 32.375

Sign Panel 
Width (in)

72 78 84 90 96 102 108 114 120 126 132 138 144

Post 
Alignment 
Board (in)

69 75 81 87 93 99 105 111 117 123 129 135 141

Top Frame
Cap (in)

72 78 84 90 96 102 108 114 120 126 132 138 144

Sub-base
Length (in)

84 90 96 102 108 114 120 126 132 138 144 150 156

Sub-base 
DxW (in)

12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24

Solid Pour
Base L (in)

84 90 96 102 108 114 120 126 132 138 144 150 156

Veneer 
Core Base 

L (in)
74 80 86 92 98 104 110 116 122 128 134 140 146

Legend Length in Units of X (where X=Legend Height)

Volume 1  Chapter 4:  Park Identity Fabrication and Assembly Drawings 4.1-506” Legend Ground Mount Monolith Assembly Dimension Chart

Pier Size = 1’-0” x 3’-0” x 5’-0” = W x D x L Note: All posts are 6” x 4” x 1/4” with 8.5” x 9” x 5/8” Ø J-bolts

SUB-BASESUB-BASE SUB-BASE

Grade

SUB-SURFACE PIERS

SOLID BASE

OUTBOARD FRAME BLOCKING

OUTBOARD FRAME COVER

POST ALIGNMENT BOARD

TOP FRAME CAP

OUTBOARD FRAME BLOCKING

OUTBOARD FRAME COVER

POST ALIGNMENT BOARD

TOP FRAME CAP

CORE BASESOLID BASE

SUB-BASE

SUB-SURFACE PIER

CORE
BASE

SUB-SURFACE PIERS

SolId Concrete Base Veneer Base

SUB-SURFACE PIERS

HAGL HAGL

D

L W

D

L W



8X 9X 10X 11X 12X 13X 14X 15X 16X 17X 18X 19X 20X

Sign Code
Panel 

Height
(in)

Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers

Steel
Post

Height
(in)

Outboard 
Frame

Blocking
(in)

Outboard 
Post 

Cover
(in)

Solid 
Base 

Height
(in)

Veneer 
Base 

Height
(in)

PI-1GA 55.75 3 2 3 2 3 2 3 3 3 3 3 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 55.25 52.75 54.25 24 20.375

PI-2GA 65.75 3 2 3 2 3 2 3 3 3 3 3 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 65.75 62.75 64.25 24 20.375

PI-3GA 80 3 2 3 2 3 2 3 3 3 3 3 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 80 77 78.5 24 20.375

PI-1GX 51.25 3 2 3 2 3 2 3 3 3 3 3 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 51.25 48.25 49.75 24 20.375

PI-2GX 61.25 3 2 3 2 3 2 3 3 3 3 3 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 61.25 58.25 59.75 24 20.375

PI-3GX 75.5 3 2 3 2 3 2 3 3 3 3 3 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 75.5 72.5 74 24 20.375

FI-1G 45 3 2 3 2 3 2 3 3 3 3 3 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 45 42 43.5 24 20.375

FI-2G 55 3 2 3 2 3 2 3 3 3 3 3 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 55 52 53.5 24 20.375

FI-3G 69.25 3 2 3 2 3 2 3 3 3 3 3 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 69.25 66.25 67.75 24 20.375

F/PI-1G 67.75 3 2 3 2 3 2 3 3 3 3 3 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 67.75 64.75 66.25 24 20.375

F/PI-2G 82.25 3 2 3 2 3 2 3 3 3 3 3 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 82.25 79.25 80.75 24 20.375

F/PI-3G 96.5 3 2 3 2 3 2 3 3 3 3 3 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 96.5 93.5 95 24 20.375

Sign Panel 
Width (in)

108 117 126 135 144 153 162 171 180 189 198 207 216

Post 
Alignment 
Board (in)

105 114 123 132 141 150 159 168 177 186 195 204 213

Top Frame
Cap (in)

108 117 126 135 144 153 162 171 180 189 198 207 216

Sub-base
Length (in)

120 129 138 147 156 165 174 183 192 201 210 219 228

Sub-base 
DxW (in)

12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24

Solid Pour
Base L (in)

120 129 138 147 156 165 174 183 192 201 210 219 228

Veneer 
Core Base 

L (in)
110 119 128 137 146 155 164 173 182 191 200 209 218

Legend Length in Units of X (where X=Legend Height)

Chapter 4:  Park Identity Fabrication and Assembly Drawings 4.1-519” Legend Ground Mount Monolith Assembly Dimension Chart

Pier Size = 1’-0” x 3’-0” x 5’-0” = W x D x L Note: All posts are 6” x 4” x 1/4” with 8.5” x 9” x 5/8” Ø J-bolts

SUB-BASESUB-BASE SUB-BASE

Grade

SUB-SURFACE PIERS

SOLID BASE

OUTBOARD FRAME BLOCKING

OUTBOARD FRAME COVER

POST ALIGNMENT BOARD

TOP FRAME CAP

OUTBOARD FRAME BLOCKING

OUTBOARD FRAME COVER

POST ALIGNMENT BOARD

TOP FRAME CAP

CORE BASESOLID BASE

SUB-BASE

SUB-SURFACE PIER

CORE
BASE

SUB-SURFACE PIERS

SolId Concrete Base Veneer Base

SUB-SURFACE PIERS

HAGL HAGL

D

L W

D

L W



8X 9X 10X 11X 12X 13X 14X 15X 16X 17X 18X 19X 20X

Sign Code
Panel 

Height
(in)

Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers Posts Piers

Steel
Post

Height
(in)

Outboard 
Frame

Blocking
(in)

Outboard 
Post 

Cover
(in)

Solid 
Base 

Height
(in)

Veneer 
Base 

Height
(in)

PI-1GA 74.5 4 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 74.5 71.5 73 30 26.375

PI-2GA 87.5 4 3 4 3 4 4 4 3 4 3 4 3 4 3 4 3 4 3 87.5 84.5 86 30 26.375

PI-1GX 68.5 4 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 68.5 65.5 67 30 26.375

PI-2GX 81.5 4 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 81.5 78.5 80 30 26.375

FI-1G 60 4 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 60 57 58.5 30 26.375

FI-2G 73.25 4 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 4 3 73.25 70.25 71.75 30 26.375

F/PI-1G 90.5 5 3 5 3 5 3 5 3 6 3 6 3 6 3 6 3 6 3 90.5 87.5 89 30 26.375

F/PI-2G 109.5 5 3 5 3 5 3 5 3 6 3 6 3 6 3 6 3 6 3 109.5 106.5 108 30 26.375

Sign Panel 
Width (in)

144 156 168 180 192 204 216 228 240

Post 
Alignment 
Board (in)

141 153 165 177 189 201 213 225 237

Top Frame
Cap (in)

144 156 168 180 192 204 216 228 240

Sub-base
Length (in)

156 168 180 192 204 216 228 240 252

Sub-base 
DxW (in)

12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24 12x24

Solid Pour
Base L (in)

156 168 180 192 204 216 228 240 252

Veneer 
Core Base 

L (in)
146 158 170 182 194 206 218 230 242

Legend Length in Units of X (where X=Legend Height)

Volume 1  Chapter 4:  Park Identity Fabrication and Assembly Drawings 4.1-5212” Legend Ground Mount Monolith Assembly Dimension Chart

Pier Size = 
1’-6” x 3’-0” x 6’-0” 
 W x D x L

Note: All posts are 6” x 4” x 1/4” with 8.5” x 9” x 5/8” Ø J-bolts
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SUB-SURFACE PIERS
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Pier Size = 
1’-0” x 3’-0” x 5’-0” 
 W x D x L


